Technical Specifications
‘The Pitt’

Audio

A 103 dB(A) limit has to be maintained at all times due to local regulations. Please respect
these rules. Dynamo measurement tools and technicians are always leading.

Power:
40A 3 Phase for all Audio (2x16A for backline)

PA-System:
Sub 2 Dynacord F18 PWH
Low 2 Dynacord F17 PWH
High 2 Dynacord F12 CWH
Amplifier 1 Dynacord XA2600

FoH Console:

Console 1 | Allen&Heath Dlive C3500

Stagerack 1 | Allen&Heath Dlive CDM48

I/O Card 1 | Allen&Heath 64x64 Dante Card @ C3500
I/O Card 1 |Allen&Heath AES4160 @ CDM48

Monitor Console:

Console 1 Allen&Heath Dlive C3500
Stagerack 1 | Allen&Heath Dlive CDM48
I/O Card 1 Allen&Heath AES4160 @ CDM48

Monitor System:

Wedges 8 Qube QM-115M (bi-amped)
Processors 2 Xilica XP4080

Amplifiers 2 Labgruppen FP10000Q (low)
Amplifiers 2 Powersoft M50Q (High)
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Microphones:

Shure SM58 5
Shure SM57 5
Shure Beta 52 2
Shure Beta 91 2
Shure Beta 57 3
Sennheiser E904 6
Sennheiser E914 2
Sennheiser E906 2
Sennheiser E945 2
Sennheiser MD421 2
AKG C214 2
DI’s:
BSS AR133 6
Radial Pro 2 Stereo 2
Stands:
K&M Tall 8
K&M Mid 14

K&M Low 2
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Lights

Backdrop not available!

Hall:
Ledwash Eurolite TMH-12 (12ch mode) 6

Ledwash Eurolite TMH-9 (12ch mode) 20

Fresnell 1000w 4

Par 64 500w MFL 18

Ayra ero 706 6

Ledpar Showtec (balcony) 11

Free:
Floorspot 500w MFL

Ayra Ero 706

ETC Source Four 575w

Hazer 1500w (dmx)

Smokemachine 2000w (dmx)

Mirrorbal 1m
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Mirrorbal 0.5m

Dimensions ‘The Pit’

Stage 6x4x0,40 m
Hall 10 x 12 m, clearance 6,5 meter max
Balcony 10 x 3 m, clearance 2,5 meter max

Max. Load-in Dimensions:
Door to Hall | 1.75 x 2.00 m (w*h)




